
No m inal Transm issio n Charact erist ics

Co nduct o r
A Ium inum Fo il
Drain w ire
Insu l at io n (Skin - f o am - skin)
Jacket
Rip c o rd

S pe c ific at ion

Conductor  Sol id Bare Copper 23AWG
Insulat ion PE(Skin-Foam-Skin)

8C, twisted In 4  pairs
Blue x White,Orange x White, 
Green x White, Brown x White
Each Pair Twisted with Metal Foil Screen 

None
Tinned Copper

Cores

Color code
Individual Pair Shield

Overal l Shield

Drain Wire

Frequency 
(MHz)

 RL(m in ) 
(dB) 

Del ay kew S
(m ax)    

(ns/ 10 0 m ) 

NEXT(m in)  
   (dB)

PSNEXT(m in)
( dB )    

ACR- F(m in ) 
( dB/ 10 0 m )

PSACR- F(m in)
( dB/ 10 0 m )  

 IL(m ax)  
( dB/ 10 0 m )   

 Pro pagat io n
Del ays(m ax)

(ns/ 10 0 m )

2 .1
3 .8
5 .9
7.5
8 .4
10 .5
15.0
19 .1

27.6
34 .3
4 0 .1
4 5.3

570
552
54 5
54 3
54 2
54 0
539
538
537
536
536
536

4 5 74 .3

39 .8
37.1
35.3
33 .8

6 5.3
59 .3
56 .2
54 .8
51.9
4 7.4
4 4 .3

72 .3
6 3 .3
57.3
54 .2
52 .8
4 9 .9
4 5.4
4 2 .3
37.8
35.1
33 .3
31.8

67.8
55.8
4 7.8
4 3 .7
4 1.8
37.9
31.9
27.8
21.8
18 .3
15.8
13 .8

6 4 .8
52 .8
4 4 .7
4 0 .7
38 .8
34 .9
28 .9
24 .8
18 .8
15.3
12 .8
10 .8

4
10
16
20

31.25
6 2 .5
10 0
20 0
30 0
4 0 0
50 0

1
4 5
4 5
4 5
4 5
4 5
4 5
4 5
4 5
4 5
4 5
4 5

23 .0
20 .0

25.0
25.0

23 .6
21.5
20 .1
18 .0
17.3
17.3
17.3

25.0

IEC/ ISO 6 1156 - 5
ANSI / T IA56 8 C.2 
ISO/ IEC 11801 

Standard       

Suit ab l e f o r st ruct ured p rem ises cab l ing
Fo r t ransm issio n o f d ig it al a nd a nal o gue vo ice a nd d at a s ignal s
Especial l y su it ab l e f o r a l l C l ass EA a pp l icat io ns
ISDN, Ethernet 10 Base - T, Fast E t hernet 100 Base- T,
Gigab it E t hernet 10 0 0 Base- T, 10 G Base- T ( IEEE 80 2 .3 )
To ken Ring4 / 16Mbit / s, TP- PMD/ TP/DDI 125Mbit / s, 
ATM155Mbit /s (IEEE8 0 2.5)

Appl icat ion

Im pedance: 4- 100 MHz 100 ±15(o hm s)
                       1 0 0 - 20 0 MHz100 ±22(o hm s)
                       2 0 0 -50 0 MHz100 ±32(o hm s)
Max. Co nduct o r DC Resist ance @20 °C: 8.7(o hm s/ 10 0 m )
Resist ance U nbal ance (%):m ax 2 .5.
Pair- t o - Gro und Capacit ance U nbal ance: 330 (pF/ 10 0 m )
Transf er Im pendance: Max10 m o hm s/ m @100 MHz
Co up l ing A t t enuat io n : Min8 0 db
Inst al l at io n Tem perat ure: 0 - 50 °C
Operat l o n Tem perat ure: -20 - 6 0 °C

Electrical Characterist ics

U/FTP LSZH 23AWG CAT6A Lan Cable

RV-UFTP-6A


